INDUSTRIAL LUMINAIRES | OPRAWY PRZEMYSLOWE

2.2

VATOT

VANDALPROOF and RAILWAY
WANDALOODPORNE | dla KOLE]

Vandalproof light fitting with LED modules chracterised with high impact resistance factor
(IK10+). Housing made of stainless 2.01 steel, diffuser made of thick polycarbonate.

Special lock prevents unauthorized access.
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TYP | TYPE L L1 B H D D1

IVATO1LED-0600 760 625 170 170 40 75

IVATO1LED-1200 1370 1290 170 170 40 75

IVATO1LED-1500 1760 1590 170 170 40 75
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TYPE OF LIGHT FITTING | LUMINOUS FLUX [im] | POWER CONSUMPTION [W] | EFFICIENCY [Im/W] |MAX.AMBIENT TEMP. [*C]
TYP OPRAWY STRUMIEN OPRAWY [Im]|  MOC POBIERANA [W] | SPRAWNOSC [Im/W]| MAX. TEMP. PRACY [°C]
IVAT01LED-0600-J2-1 2170 20,5 106 45
IVAT01LED-0600-J2-3 2926 28,9 101 45
IVATO1LED-0600-B2-1 4064 35,8 113 45
IVAT01LED-0600-B2-2 4768 43,2 110 45
IVAT01LED-1200-J4-1 4305 39,2 109 45
IVATO1LED-1200-J4-2 5054 47,2 107 45
IVATO1LED-1200-J4-3 5741 55,5 103 45
IVAT01LED-1200-B4-1 8280 71,9 115 45
IVATO1LED-1500-J4M2-1 5520 51,5 108 45
IVAT01LED-1500-J4M2-2 6410 58,5 110 40
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TYPE OF LIGHT FITTING SAVINGS* SYSTEM SAVINGS 1:1** REPLACEMENT T8

TYP OPRAWY 0SZCZEDNOSCI* | 0SZCZEDNOSC SYSTEMU 1:1** | ZAMIENNIK T8
IVAT01LED-0600-J2-1 46% 50% 2x18W
IVAT01LED-0600-J2-3 24% 48% 2x18W
IVATO1LED-0600-B2-1 54% 49% 2x36W
IVAT01LED-0600-B2-2 45% 48% 2x36W
IVAT01LED-1200-J4-1 50% 47% 2x36W
IVATO1LED-1200-J4-2 39% 46% 2x36W
IVATO1LED-1200-J4-3 29% 44% 2x36W
IVAT01LED-1200-B4-1 44% 56% 2x58W
IVATO1LED-1500-J4M2-1 60% 53% 2x36W
IVAT01LED-1500-J4M2-2 54% 54% 2x58W

* power consumption savings of IVATO1LED luminaire compared to other producers standard T8 light fittings
A sw~g~FhrsUgm ~yU}gme irivkmm ipioxv}g~rin stve{} MZEX45PIH { tsvé{rermy hs stve{ mrr}gl tvshygirxé{ {}tswelsr}gl
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** power consumption savings of IVATO1LED luminaire compared to other producers standard T8 light fittings, assuming equal
pmkix jpy| sj gsqtevih hizmgiw
| oszczednosci zuzycia energii elektrycznej oprawyZEX45PIH w pordwnaniu do opraw innych producentdw wyposazonych
w Zrodfa swiatla T8, przy zatozeniu zachowania jednakowego strumienia swietinego poréwnywanych urzadzen
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TYPE OF LIGHT FITTING A3 VERSION*** [Im] | — —_ — N — —_ — | — — — — |l
VP OPRAIY WERSJIA A3 o] VAT 0O1LED SIMI|E ol NIRO — PC
IVAT01LED-0600-J2-1 434 060 0 J2M2 1 4 20 A3
IVATO1LED-0600-J2-3 410
IVATO1LED-0600-B2-1 455 120 0 B4 2 5 22 ZB
IVATO1LED-0600-B2-2 429
IVAT01-1200-J4-1 448 150 0 3 30
IVATO1LED-1200-J4-2 421 33
IVATO1LED-1200-J4-3 384 g g
IVATO1LED-1200-B4-1 927 j:? f
IVATO1LED-1500-J4M2-1 773 313
o o
IVATO1LED-1500-J4M2-2 726 S g
NS @ @ c .
*** 3 version of light fitting is equiped with internal power supply module capable of continuous work in emergency mode, for at 5o o o © ° ;E _ ) 2 v
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Light fitting suitable to use in tunnels and underground pedestrian aisles. Thanks to solid and robust construction high ) o ) ) )
mechanical shock resistance is preserved. Special tool is required to uninstall light fitting. E7 zivwmsr {mx| 7| iqivkirg} qshypiO ezempefpi srp} {mxI 781 ts{iv wyttp} ,67420 941:4L~-
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