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SURFACE WATERTIGHT T8 FLUORESCENT LUMINAIRE

 
TALEO LIGHTING TECHNOLOGIES 
is a leading European supplier of light fittings to the 
marine market. We offer a wide range of solutions 
for indoor and outdoor vessel areas, eg.: the engine 
room, the bridge, the open deck, the cabin, 
the bathroom, the galley etc.
 
We know that lighting is one of the most important 
factors in providing a safe working environment.
Our products meet the highest quality standards, 
as well as they are based on the latest technology.
 
We always hear what our customers are saying 
and treat them like a valued partner, as partnership 
is very important for us.
Our goal is to deliver as promised: on time and with 
the best price.
 
With this catalogue we hope to show you not only 
our products but also our competence.

Please do not hesitate to contact us:

office@taleo.com.pl      
www.taleo.com.pl
Tel: + 48  602 156 090
Tel: + 48  572 267 240
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SURFACE WATERTIGHT FLUORESCENT LUMINARY

APPLICATION AREA:
Multipurpose led luminaries for engine rooms,

weather-exposed areas, cargo holds,
decks, stores, workshops, industrial areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel, powder coated white

RAL 9016 (stainless steel version available).
Diffuser made of clear polycarbonate,
UV stabilized (opal diffuser available).

LAMPS
LED modules.

MOUNTING:
Two holes ø 8 (additional mounting

systems available, see the drawings)

CONNECTION:
Pass through wiring with terminal 10mm Junction box.

Pass through with Wieland watertight connector

ELECTRIC:
230 V 50-60 Hz, flexible cable,heat resistant up 105 °C 

(additional electrical systems available, 
please see the order codes table)

CABLE ENTRY:
Four cable grommets M20

ORDER CODES:

IP67
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SURFACE WATERTIGHT FLUORESCENT LUMINARY

APPLICATION AREA:
Multipurpose luminaries for engine rooms,
weather-exposed areas, cargo holds, decks, 
stores, workshops, industrial areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel, powder coated white
RAL 9016 (stainless steel version available).
Diffuser made of clear polycarbonate, 
UV stabilized (opal diffuser available).

LAMPS:
18W T8 G13, 36W T8 G13

MOUNTING:
Two holes ø 8 (additional mounting
systems available, see the drawings).

CONNECTION:
Pass through wiring with terminal 10mm².
Junction box.
Pass through with Wieland watertight connector.

ELECTRIC:
230 V 50 or 60 Hz, flexible cable, heat resistant 
up 105 °C (additional electrical systems available, 
please see the order codes table).

CABLE ENTRY:
Two cable glands M20 and two stop plugs M20.

ORDER CODES:

IP67

693

12
0

13
6

430

1310

12
0

950

13
6

CODE VOLTAGE  FREQUENCY  BALLAST LAMP

MOS01118-11
MOS01118-12
MOS01118-14
MOS01118-35
MOS01118-45
MOS01218-21
MOS01218-22
MOS01218-24
MOS01218-35
MOS01218-45
MOS01136-11
MOS01136-12
MOS01136-14
MOS01136-35
MOS01136-45
MOS01236-11
MOS01236-12
MOS01236-14
MOS01236-35

G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MOS01 MOS02

CODE 

MOS LED-56-3
MOS LED-56-4
MOS LED-56-5
MOS LED-112-3
MOS LED-112-4

220-240V
220-240V
220-240V
220-240V
220-240V

VOLTAGE  FREQUENCY POWER CRI

MOS LED-112-5 220-240V

50-60Hz
50-60Hz
50-60Hz
50-60Hz
50-60Hz
50-60Hz

20W
20W
20W
20W
20W
20W

>80
>80
>80
>80
>80
>80

CCT

3000K
4000K
5000K
3000K
4000K
5000K

693

125

13
6

430

1310

12
5

950

13
6

LED

MOS01236-45

230V
230V
110V

220-240V
220-240V

230V
230V
110V

220-240V
220-240V

230V
230V
110V

220-240V
220-240V

230V
230V
110V

220-240V
220-240V

50Hz
60Hz
60Hz

50-60Hz
50-60Hz

50Hz
60Hz
60Hz

50-60Hz
50-60Hz

50Hz
60Hz
60Hz

50-60Hz
50-60Hz

50Hz
60Hz
60Hz

50-60Hz
50-60Hz

1 MAGNETIC
1 MAGNETIC 
1 MAGNETIC

1 ELECTRONIC 
1 ELECTRONIC + 3H EMERGENCY 

2 MAGNETIC
2 MAGNETIC
2 MAGNETIC

1 ELECTRONIC
1 ELECTRONIC + 3H EMERGENCY 

1 MAGNETIC
1 MAGNETIC
1 MAGNETIC

1 ELECTRONIC 
1 ELECTRONIC + 3H EMERGENCY 

2 MAGNETIC
2 MAGNETIC
2 MAGNETIC

1 ELECTRONIC 
1 ELECTRONIC + 3H EMERGENCY 
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SURFACE WATERTIGHT FLUORESCENT LUMINARY

APPLICATION AREA:
Multipurpose led luminaries for engine rooms,

weather-exposed areas, cargo holds,
decks, stores, workshops, industrial areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel, powder coated white

RAL 9016 (stainless steel version available).
Diffuser made of clear polycarbonate,
UV stabilized (opal diffuser available).

LAMPS
LED modules.

MOUNTING:
Two holes ø 8 (additional mounting

systems available, see the drawings)

CONNECTION:
Pass through wiring with terminal 10mm Junction box.

Pass through with Wieland watertight connector

ELECTRIC:
230 V 50-60 Hz, flexible cable,heat resistant up 105 °C 

(additional electrical systems available, 
please see the order codes table)

CABLE ENTRY:
Four cable grommets M20

ORDER CODES:

IP67
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SURFACE WATERTIGHT FLUORESCENT LUMINARY

APPLICATION AREA:
Multipurpose luminaries for engine rooms,
weather-exposed areas, cargo holds, decks, 
stores, workshops, industrial areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel, powder coated white
RAL 9016 (stainless steel version available).
Diffuser made of clear polycarbonate, 
UV stabilized (opal diffuser available).

LAMPS:
18W T8 G13, 36W T8 G13

MOUNTING:
Two holes ø 8 (additional mounting
systems available, see the drawings).

CONNECTION:
Pass through wiring with terminal 10mm².
Junction box.
Pass through with Wieland watertight connector.

ELECTRIC:
230 V 50 or 60 Hz, flexible cable, heat resistant 
up 105 °C (additional electrical systems available, 
please see the order codes table).

CABLE ENTRY:
Two cable glands M20 and two stop plugs M20.

ORDER CODES:

IP67

693

12
0

13
6

430

1310

12
0

950

13
6

CODE VOLTAGE  FREQUENCY  BALLAST LAMP

MOS01118-11
MOS01118-12
MOS01118-14
MOS01118-35
MOS01118-45
MOS01218-21
MOS01218-22
MOS01218-24
MOS01218-35
MOS01218-45
MOS01136-11
MOS01136-12
MOS01136-14
MOS01136-35
MOS01136-45
MOS01236-11
MOS01236-12
MOS01236-14
MOS01236-35

G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
G23
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MOS01 MOS02

CODE 

MOS02 LED-56-3
MOS02 LED-56-4
MOS02 LED-56-5
MOS02 LED-112-3
MOS02 LED-112-4

220-240V
220-240V
220-240V
220-240V
220-240V

VOLTAGE  FREQUENCY POWER CRI

MOS02 LED-112-5 220-240V

50-60Hz
50-60Hz
50-60Hz
50-60Hz
50-60Hz
50-60Hz

20W
20W
20W
20W
20W
20W

>80
>80
>80
>80
>80
>80

CCT

3000K
4000K
5000K
3000K
4000K
5000K

693

125

13
6

430

1310

12
5

950

13
6

LED

MOS01236-45

230V
230V
110V

220-240V
220-240V

230V
230V
110V

220-240V
220-240V

230V
230V
110V

220-240V
220-240V

230V
230V
110V

220-240V
220-240V

50Hz
60Hz
60Hz

50-60Hz
50-60Hz

50Hz
60Hz
60Hz

50-60Hz
50-60Hz

50Hz
60Hz
60Hz

50-60Hz
50-60Hz

50Hz
60Hz
60Hz

50-60Hz
50-60Hz

1 MAGNETIC
1 MAGNETIC 
1 MAGNETIC

1 ELECTRONIC 
1 ELECTRONIC + 3H EMERGENCY 

2 MAGNETIC
2 MAGNETIC
2 MAGNETIC

1 ELECTRONIC
1 ELECTRONIC + 3H EMERGENCY 

1 MAGNETIC
1 MAGNETIC
1 MAGNETIC

1 ELECTRONIC 
1 ELECTRONIC + 3H EMERGENCY 

2 MAGNETIC
2 MAGNETIC
2 MAGNETIC

1 ELECTRONIC 
1 ELECTRONIC + 3H EMERGENCY 
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LED WATERTIGHT LINEAR LUMINAIRE

IP67

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MOSLINEAR LED

 32 Ø8.5 

 650 
 724 

 68  430 

 19
3 

 16
4 

 93
 

 8.5 

 13
0 

 69.2 

2x Ø22.5 

 69
.2 

 49
.2  40

 

Ø22.5 

KEY FEATURES:
| Super thin light weight design.
Specially design high transmission PC diffuser
for visual comfort.
| Superior thermal design to allow the luminaire
to operate at high ambient temperature
of up to 50ºC.
| Designed with reliable AC driver on board 
to enhance the serivce life.
| Designed with junction box for fast termination.
| Ideal for upgrading existing conventional 
watertight fixture.
| Long service life of 100,000 hours.
| Marine class compliance.

APPLICATION AREA:
Decks, Marinas, Docks, Ports, Warehouses.

MOUNTING METHOD:
Surface mounted.

MATERIAL:
Diffuser:  Polycarbonate.
Housing: Zinc coated steel. 
 Powder coated white.

OPTIONS:
Stainless steel housing.
3 hours emergency battery pack.
24V DC emergency system.

WEIGHT:
2.0Kg.

ORDER CODES:

CODE 

MOSLINEAR LED I205V0 650x130x49.2mm

DIMENSIONS
(LxWxH)

MAIN 
VOLTAGE

100V ~ 120V AC /
220V ~ 240V AC

POWER

20W

AMBIENT
TEMPCCT

SYSTEM
LUMEN

5,000K -30 ~ 50°C 2000lm

2 X 18WIdeal Replacement:
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SURFACE FLUORESCENT LUMINARY

APPLICATION AREA:
Surface luminary for kitchens, galleys, pantries and

provision stores, where there are strict hygiene rules.

DESIGN:
According to rules of USPH (U.S.Public Health)
and to rules of maritime classification societies,

additional VDE and IEC/EN.

HOUSING:
Stainless steel.

Diffuser made of clear polycarbonate,
UV stabilized (opal diffuser available).

LAMPS:
LED Module.

MOUNTING:
Four or six holes.

(Please see the drawings)

CONNECTION:
Pass through wiring 2 with push terminal 2.5mm
Pass through with Wieland watertight connector.

ELECTRIC:
220-240 V 50-60 Hz, flexible cable, 

heat resistant up 105 °C. 
(additional electrical systems available, 

please see the order codes table)

CABLE ENTRY:
Four cable grommets M20.

ORDER CODES:

IP67
M

A
R

IN
E 

LU
M

IN
A

IR
ES  

 

5

SURFACE FLUORESCENT LUMINARY

APPLICATION AREA:
Surface luminary for kitchens, galleys, pantries and
provision stores, where there are strict hygiene rules.

DESIGN:
According to rules of USPH (U.S.Public Health)
and to rules of maritime classification societies,
additional VDE and IEC/EN.

HOUSING:
Stainless steel.
Diffuser made of clear polycarbonate,
UV stabilized (opal diffuser available).

LAMPS:
14W or 24W T5, 28W or 35W T5, 54W T5.

MOUNTING:
Four or six holes
(Please see the drawings).

CONNECTION:
Pass through wiring 2 with push terminal 2.5mm².

ELECTRIC:
220-240 V 50-60 Hz, flexible cable, heat resistant
up 105 °C (additional electrical systems available,
please see the order codes table).

CABLE ENTRY:
Four cable grommets M20.

ORDER CODES:

IP67

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MIK01 MIK02

-

CODE 

MIK01-214-35
MIK01-228-35
MIK01-254-35

220-240V
220-240V
220-240V

VOLTAGE  FREQUENCY  BALLAST LAMP

50-60Hz
50-60Hz
50-60Hz

1 ELECTRONIC
1 ELECTRONIC
1 ELECTRONIC

T5-14 or 24W
T5-28 or 35W

T5-54W

63

1302

13
0

390

80

1170

Φ5 (x8)

682

13
0

Φ5 (x6)

674
280 280

80

174 105
35

CODE 

MIK02-LED-56
MIK02-LED-112

220-240V
220-240V

VOLTAGE  FREQUENCY WATTAGE LAMP

50-60Hz
50-60Hz

20 W
42 W

LED MODULE
LED MODULE

63

1302

13
0

390

80

1170

Φ5 (x8)

682

13
0

Φ5 (x6)

674
280 280

80

174 105
35

LED
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STAINLESS STEEL FLOODLIGHT FOR HALOGEN LAMPS

APPLICATION AREA:
Multipurpose floodlights for engine rooms,

weather-exposed areas, cargo holds, decks,
stores, workshops, industrial areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Stainless steel, powder coated white RAL 9016.

Diffuser made of safety glass.
Reflector made of anodized aluminum, wide beam angle.

MOUNTING:
Stainless steel bracket with three holes ø12.

CONNECTION:
3 pole terminal 6mm².

Junction box (optional).

ELECTRIC:
230 V 50 or 60 Hz. 

Flexible cable, heat resistant.

LAMPS:
R7s max 1000W.

CABLE ENTRY:
Brass cable gland M20.

ORDER CODES:

IP67
M

A
R

IN
E 

LU
M

IN
A

IR
ES  
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STAINLESS STEEL FLOODLIGHT FOR HALOGEN LAMPS 

APPLICATION AREA:
Multipurpose floodlights for engine rooms,
weather-exposed areas, cargo holds, decks,
stores, workshops, industrial areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Stainless steel, powder coated white RAL 9016.
Diffuser made of safety glass.
Reflector made of anodized aluminum, wide beam angle.

MOUNTING:
Stainless steel bracket with three holes ø10.

CONNECTION:
3 pole terminal 6mm².
Junction box (optional).

ELECTRIC:
230 V 50 or 60 Hz.
Flexible cable, heat resistant.

LAMPS:
R7s max 500W.

CABLE ENTRY:
Brass cable gland M20.

ORDER CODES:

IP67

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MOFS01 MOFS02

40

80
230

Ø10

230

21
0

262 123

21
0

10
3

40

CODE 

MOFS01 110-240V

VOLTAGE  FREQUENCY  POWER LAMP

50-60Hz
200W
300W
500W

R7s
R7s
R7s

 LAMP LUMEN

2850
4600
9000

CODE 

MOFS02-R7s 110-240V

VOLTAGE  FREQUENCY  POWER LAMP

50-60Hz
750W
1000W

R7s
R7s

 LAMP LUMEN

15000
21000

450

25
5

155

25
5

100

400

Ø12

40
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STAINLESS STEEL FLOODLIGHT FOR HST/HSI E40 LAMP

APPLICATION AREA:
Multipurpose floodlights for engine rooms,

weather-exposed areas, cargo holds, decks,
stores, workshops, industrial areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Stainless steel, powder coated white RAL 9016.

Diffuser made of safety glass.
Reflector made of anodized aluminum, wide beam angle.

MOUNTING:
Stainless steel bracket with three holes ø17.

CONNECTION:
Junction box with 6mm² terminal

and ignitors.

ELECTRIC:
230 V 50 or 60 Hz.

Flexible cable, heat resistant.

LAMPS:
HST/HSI-E40.

CABLE ENTRY:
Brass cable gland M25.

ORDER CODES:

IP67
M

A
R

IN
E 

LU
M

IN
A

IR
ES  
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STAINLESS STEEL FLOODLIGHT FOR HST/HSI E40 LAMP

APPLICATION AREA:
Multipurpose floodlights for engine rooms,
weather-exposed areas, cargo holds, decks,
stores, workshops, industrial areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Stainless steel, powder coated white RAL 9016.
Diffuser made of safety glass.
Reflector made of anodized aluminum, wide beam angle.

MOUNTING:
Stainless steel bracket with three holes ø12.

CONNECTION:
3 pole terminal 6mm²
Junction box(optional).

ELECTRIC:
230 V 50 or 60 Hz.
Flexible cable, heat resistant.

LAMPS:
E40 max 400W.

CABLE ENTRY:
Brass cable gland M20.

ORDER CODES:

IP67

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MOFS03 MOFS04

450

25
5

155

25
5

100

400

Ø12

40

CODE 

MOFS3-E40
VOLTAGE  FREQUENCY POWER LAMP

PLEASE SEE THE BALLAST UNIT TABLE E40

CODE 

MOFS3 BU-250-11
MOFS3 BU-250-12
MOFS3 BU-250-14
MOFS3 BU-400-11
MOFS3 BU-400-12

230V
230V
110V
230V
230V

VOLTAGE

MOFS3 BU-400-14 110V

 FREQUENCY

50Hz
60Hz
60Hz
50Hz
60Hz
60Hz

WEIGHT

11.5 Kg
11.5 Kg
11.5 Kg
12 Kg
12 Kg
12 Kg

CODE 

MOFS4-2E40
VOLTAGE  FREQUENCY POWER LAMP

PLEASE SEE THE BALLAST UNIT TABLE 2xE40

CODE 

MOFS4 BU-250-21
MOFS4 BU-250-22
MOFS4 BU-250-24
MOFS4 BU-400-21
MOFS4 BU-400-22

230V
230V
110V
230V
230V

VOLTAGE

MOFS4 BU-400-24 110V

 FREQUENCY

50Hz
60Hz
60Hz
50Hz
60Hz
60Hz

WEIGHT

19 Kg
19 Kg
19 Kg
20 Kg
20 Kg
20 Kg

165

BALAST UNIT FOR HST/HSI E40 LAMPS: BALAST UNIT FOR HST/HSI E40 LAMPS:
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STAINLESS STEEL FLOODLIGHT FOR HST/HSI E40 LAMP

APPLICATION AREA:
Multipurpose floodlights for engine rooms,

weather-exposed areas, cargo holds, decks,
stores, workshops, industrial areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Stainless steel, powder coated white RAL 9016.

Diffuser made of safety glass.
Reflector made of anodized aluminum, wide beam angle.

MOUNTING:
Stainless steel bracket with three holes ø17.

CONNECTION:
Junction box with 6mm² terminal

and ignitors.

ELECTRIC:
230 V 50 or 60 Hz.

Flexible cable, heat resistant.

LAMPS:
HST/HSI-E40.

CABLE ENTRY:
Brass cable gland M25.

ORDER CODES:

IP67

M
A

R
IN

E 
LU

M
IN

A
IR

ES  
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STAINLESS STEEL FLOODLIGHT FOR HST/HSI E40 LAMP

APPLICATION AREA:
Multipurpose floodlights for engine rooms,
weather-exposed areas, cargo holds, decks,
stores, workshops, industrial areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Stainless steel, powder coated white RAL 9016.
Diffuser made of safety glass.
Reflector made of anodized aluminum, wide beam angle.

MOUNTING:
Stainless steel bracket with three holes ø12.

CONNECTION:
3 pole terminal 6mm²
Junction box(optional).

ELECTRIC:
230 V 50 or 60 Hz.
Flexible cable, heat resistant.

LAMPS:
E40 max 400W.

CABLE ENTRY:
Brass cable gland M20.

ORDER CODES:

IP67

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MOFS03 MOFS04

450

25
5

155

25
5

100

400

Ø12

40

CODE 

MOFS3-E40
VOLTAGE  FREQUENCY POWER LAMP

PLEASE SEE THE BALLAST UNIT TABLE E40

CODE 

MOFS3 BU-250-11
MOFS3 BU-250-12
MOFS3 BU-250-14
MOFS3 BU-400-11
MOFS3 BU-400-12

230V
230V
110V
230V
230V

VOLTAGE

MOFS3 BU-400-14 110V

 FREQUENCY

50Hz
60Hz
60Hz
50Hz
60Hz
60Hz

WEIGHT

11.5 Kg
11.5 Kg
11.5 Kg
12 Kg
12 Kg
12 Kg

CODE 

MOFS4-2E40
VOLTAGE  FREQUENCY POWER LAMP

PLEASE SEE THE BALLAST UNIT TABLE 2xE40

CODE 

MOFS4 BU-250-21
MOFS4 BU-250-22
MOFS4 BU-250-24
MOFS4 BU-400-21
MOFS4 BU-400-22

230V
230V
110V
230V
230V

VOLTAGE

MOFS4 BU-400-24 110V

 FREQUENCY

50Hz
60Hz
60Hz
50Hz
60Hz
60Hz

WEIGHT

19 Kg
19 Kg
19 Kg
20 Kg
20 Kg
20 Kg

165

BALAST UNIT FOR HST/HSI E40 LAMPS: BALAST UNIT FOR HST/HSI E40 LAMPS:
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STAINLESS STEEL FLOODLIGHT FOR HST/HSI E40 LAMP

APPLICATION AREA:
Multipurpose floodlights for engine rooms,

weather-exposed areas, cargo holds, decks,
stores, workshops, industrial areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Stainless steel, powder coated white RAL 9016.

Diffuser made of safety glass.
Reflector made of anodized aluminum, wide beam angle.

MOUNTING:
Stainless steel bracket with three holes ø17.

CONNECTION:
Junction box with 6mm² terminal and ignitors

ELECTRIC:
230 V 50 or 60 Hz.

Flexible cable, heat resistant.

LAMPS:
HST/HSI-E40.

CABLE ENTRY:
Brass cable gland M25.

ORDER CODES:

IP67
M

A
R

IN
E 

LU
M

IN
A

IR
ES  
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STAINLESS STEEL FLOODLIGHT FOR HST/HSI E40 LAMP

APPLICATION AREA:
Multipurpose floodlights for engine rooms,
weather-exposed areas, cargo holds, decks,
stores, workshops, industrial areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Stainless steel, powder coated white RAL 9016.
Diffuser made of safety glass.
Reflector made of anodized aluminum, wide beam angle.

MOUNTING:
Stainless steel bracket with three holes ø17.

CONNECTION:
Junction box with 6mm² terminal and ignitors

ELECTRIC:
230 V 50 or 60 Hz.
Flexible cable, heat resistant.

LAMPS:
HST/HSI-E40.

CABLE ENTRY:
Brass cable gland M25.

ORDER CODES:

IP67

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MOFS05 MOFS06

CODE 

MOFS5 BU-250-11
MOFS5 BU-250-12
MOFS5 BU-250-14
MOFS5 BU-400-11
MOFS5 BU-400-12

230V
230V
110V
230V
230V

VOLTAGE

MOFS5 BU-400-14 110V

 FREQUENCY

50Hz
60Hz
60Hz
50Hz
60Hz
60Hz

WEIGHT

20 Kg
20 Kg
20 Kg
20 Kg
20 Kg
20 Kg

CODE 

MOFS6-2E40
VOLTAGE  FREQUENCY POWER LAMP

PLEASE SEE THE BALLAST UNIT TABLE E40

CODE 

MOFS6 BU-1000-11
MOFS6 BU-1000-12

230V
230V

VOLTAGE  FREQUENCY

50Hz
60Hz

WEIGHT

19 Kg
19 Kg

165 165

BALAST UNIT FOR HST/HSI E40 LAMPS:

CODE 

MOFS5-2E40
VOLTAGE  FREQUENCY POWER LAMP

PLEASE SEE THE BALLAST UNIT TABLE E40

BALAST UNIT FOR HST/HSI E40 LAMPS:
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STAINLESS STEEL FLOODLIGHT FOR HST/HSI E40 LAMP

APPLICATION AREA:
Multipurpose floodlights for engine rooms,

weather-exposed areas, cargo holds, decks,
stores, workshops, industrial areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Stainless steel, powder coated white RAL 9016.

Diffuser made of safety glass.
Reflector made of anodized aluminum, wide beam angle.

MOUNTING:
Stainless steel bracket with three holes ø17.

CONNECTION:
Junction box with 6mm² terminal and ignitors

ELECTRIC:
230 V 50 or 60 Hz.

Flexible cable, heat resistant.

LAMPS:
HST/HSI-E40.

CABLE ENTRY:
Brass cable gland M25.

ORDER CODES:

IP67

M
A

R
IN

E 
LU
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IN
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STAINLESS STEEL FLOODLIGHT FOR HST/HSI E40 LAMP

APPLICATION AREA:
Multipurpose floodlights for engine rooms,
weather-exposed areas, cargo holds, decks,
stores, workshops, industrial areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Stainless steel, powder coated white RAL 9016.
Diffuser made of safety glass.
Reflector made of anodized aluminum, wide beam angle.

MOUNTING:
Stainless steel bracket with three holes ø17.

CONNECTION:
Junction box with 6mm² terminal and ignitors

ELECTRIC:
230 V 50 or 60 Hz.
Flexible cable, heat resistant.

LAMPS:
HST/HSI-E40.

CABLE ENTRY:
Brass cable gland M25.

ORDER CODES:

IP67

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MOFS05 MOFS06

CODE 

MOFS5 BU-250-11
MOFS5 BU-250-12
MOFS5 BU-250-14
MOFS5 BU-400-11
MOFS5 BU-400-12

230V
230V
110V
230V
230V

VOLTAGE

MOFS5 BU-400-14 110V

 FREQUENCY

50Hz
60Hz
60Hz
50Hz
60Hz
60Hz

WEIGHT

20 Kg
20 Kg
20 Kg
20 Kg
20 Kg
20 Kg

CODE 

MOFS6-2E40
VOLTAGE  FREQUENCY POWER LAMP

PLEASE SEE THE BALLAST UNIT TABLE E40

CODE 

MOFS6 BU-1000-11
MOFS6 BU-1000-12

230V
230V

VOLTAGE  FREQUENCY

50Hz
60Hz

WEIGHT

19 Kg
19 Kg

165 165

BALAST UNIT FOR HST/HSI E40 LAMPS:

CODE 

MOFS5-2E40
VOLTAGE  FREQUENCY POWER LAMP

PLEASE SEE THE BALLAST UNIT TABLE E40

BALAST UNIT FOR HST/HSI E40 LAMPS:
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ALUMINUM LED FLOODLIGHT

APPLICATION AREA:
Multipurpose LED floodlights for engine rooms,
weather-exposed areas, cargo holds,decks,
stores, workshops, industrial areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Aluminum painted with nanotechnology coating.
Diffuser made of safety glass.

MOUNTING:
Stainless steel bracket with three holes ø11.

ELECTRIC:
90-260 VAC 50-60 Hz.

LAMPS:
LED Module.

ORDER CODES:

IP67

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MOFA NANO

27
0

15
9

17
3

265

50

237

80

CODE 

MOFA NANO 120-SB
MOFA NANO 120-NB
MOFA NANO 120-WB

120W
120W
120W

WATTAGE VOLTAGE

90-260V
90-260V
90-260V

FREQUENCY

50-60 Hz
50-60 Hz
50-60 Hz

BEAM

22˚
29˚
46˚
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ALUMINUM LED FLOODLIGHT

APPLICATION AREA:
Multipurpose LED floodlights for engine

rooms, weather-exposed areas, cargo holds,
decks, stores, workshops, industrial areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Aluminum marine grade, anodized.

Diffuser made of safety glass.

MOUNTING:
Stainless steel bracket with three holes ø10.

ELECTRIC:
90-260 VAC 50-60 Hz.

LAMPS:
LED Module.

ORDER CODES:

IP67
M

A
R

IN
E 

LU
M

IN
A

IR
ES  
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ALUMINUM LED FLOODLIGHT

APPLICATION AREA:
Multipurpose LED floodlights for engine rooms,
weather-exposed areas, cargo holds,
decks, stores, workshops, industrial areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Aluminum marine grade, anodized.
Diffuser made of safety glass

MOUNTING:
Stainless steel bracket with three holes ø10.

ELECTRIC:
90-260 VAC 50-60 Hz.

LAMPS:
LED Module.

ORDER CODES:

IP67

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MOFA50 MOFA100

CODE 

MOFA 50-SB
MOFA 50-NB
MOFA 50-WB

50W
50W
50W

WATTAGE VOLTAGE

90-260V
90-260V
90-260V

FREQUENCY

50-60 Hz
50-60 Hz
50-60 Hz

BEAM

21̊
35˚
64̊

26
0

150

26
0

256

80 10

LED LED

CODE 

MOFA 100-SB
MOFA 100-NB
MOFA 100-WB

100W
100W
100W

WATTAGE VOLTAGE

90-260V
90-260V
90-260V

FREQUENCY

50-60 Hz
50-60 Hz
50-60 Hz

BEAM

21̊
35˚
64̊

100 

40
 

12 

318 

20
0

22
0

150
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ALUMINUM LED FLOODLIGHT

APPLICATION AREA:
Multipurpose LED floodlights for engine rooms,
weather-exposed areas, cargo holds,
decks, stores, workshops, industrial areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Aluminum marine grade, anodized.
Diffuser made of safety glass.

MOUNTING:
Stainless steel bracket with three holes ø10.

ELECTRIC:
90-260 VAC 50-60 Hz.

LAMPS:
LED Module.

ORDER CODES:

IP67

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MOFA150

CODE 

MOFA 150-SB
MOFA 150-NB
MOFA 150-WB

150W
150W
150W

WATTAGE VOLTAGE

90-260V
90-260V
90-260V

FREQUENCY

50-60 Hz
50-60 Hz
50-60 Hz

BEAM

21̊
35˚
64̊

LED

26
0

380

22
0 

150

100

377
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RECESSED FLUORESCENT LUMINARY

APPLICATION AREA:
Recessed, cabins, corridors, lounges,
dinning rooms, accomodation areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel. powder coated RAL9010.

Diffuser made of opal acrylic.

LAMPS:
18/36 Watt T8.

PROTECTION:
IP20.

MOUNTING:
Four Mounting Brackets.

ELECTRIC:
230V 50 or 60Hz,

Flexible cable, heat resistant up to 105°C.

CABLE ENTRY:
Two cable inlets 20mm.

OPTIONS:
IP44 model.

Transparent diffuser.
Emergency battery kit.

Emergency E14 lampholder.

 ORDER CODES:

IP20
M

A
R

IN
E 

LU
M

IN
A

IR
ES  
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RECESSED FLUORESCENT LUMINARY

APPLICATION AREA:
Recessed luminary for passage ways,
cabins, corridors, lounges,
dinning rooms, accommodation areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel. powder coated RAL9010.
Diffuser made of opal acrylic.

LAMPS:
18W/ 36W T8. 

PROTECTION:
IP20.

CONNECTION:
Pass through wiring with terminal 10mm².
Junction box.
Pass through with Wieland watertight connector.

ELECTRIC:
230V 50 or 60Hz,
Flexible cable, heat resistant up to 105°C.

CABLE ENTRY:
Two cable inlets 20mm.

OPTIONS:
IP44 model.
Transparent diffuser.
Emergency battery kit.
Emergency E14 lampholder.

ORDER CODES:

IP20

CODE 

MICR01 218-11
MICR01 218-12
MICR01 218-21
MICR01 218-22
MICR01 218-24

230V
230V
230V
230V
110V

VOLTAGE  FREQUENCY  BALLAST LAMP

MICR01 218-35
MICR01 218-45
MICR01 236-21
MICR01 236-22

230V
230V
230V
230V

MICR01 236-24
MICR01 236-35
MICR01 236-45

110V
230V
230V

50Hz
60Hz
50Hz
60Hz
60Hz

50-60Hz
50-60Hz

50Hz
60Hz
60Hz

50-60Hz
50-60Hz

1 MAGNETIC WITH CAPACITOR
1 MAGNETIC WITH CAPACITOR
2 MAGNETIC WITH CAPACITOR
2 MAGNETIC WITH CAPACITOR
2 MAGNETIC WITH CAPACITOR

1 ELECTRONIC
1 ELECTRONIC+ 3h EMERGENCY KIT

2 MAGNETIC WITH CAPACITOR
2 MAGNETIC WITH CAPACITOR
2 MAGNETIC WITH CAPACITOR

1 ELECTRONIC
1 ELECTRONIC+ 3h EMERGENCY KIT

18W T8
18W T8
18W T8
18W T8
18W T8
18W T8
18W T8
36W T8
36W T8
36W T8
36W T8
36W T8

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MICR01 MICR02LED

23
5

20
0

L

14

17
0

20
0

70

TYPE
MICR218
MICR236

L
645
1250

CODE 

MICR02 LED-56
MICR02 LED-112

18W
36W

WATTAGE L VOLTAGE

220-240V
220-240V

 FREQUENCY

50-60Hz
50-60Hz

645
1250

23
5

20
0

L

14

17
0

20
0

70

TYPE
MICR218
MICR236

L
645
1250
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RECESSED FLUORESCENT LUMINARY

APPLICATION AREA:
Recessed, cabins, corridors, lounges,
dinning rooms, accomodation areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel. powder coated RAL9010.

Diffuser made of opal acrylic.

LAMPS:
18/36 Watt T8.

PROTECTION:
IP20.

MOUNTING:
Four Mounting Brackets.

ELECTRIC:
230V 50 or 60Hz,

Flexible cable, heat resistant up to 105°C.

CABLE ENTRY:
Two cable inlets 20mm.

OPTIONS:
IP44 model.

Transparent diffuser.
Emergency battery kit.

Emergency E14 lampholder.

 ORDER CODES:

IP20

M
A

R
IN

E 
LU

M
IN

A
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RECESSED FLUORESCENT LUMINARY

APPLICATION AREA:
Recessed luminary for passage ways,
cabins, corridors, lounges,
dinning rooms, accommodation areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel. powder coated RAL9010.
Diffuser made of opal acrylic.

LAMPS:
18W/ 36W T8. 

PROTECTION:
IP20.

CONNECTION:
Pass through wiring with terminal 10mm².
Junction box.
Pass through with Wieland watertight connector.

ELECTRIC:
230V 50 or 60Hz,
Flexible cable, heat resistant up to 105°C.

CABLE ENTRY:
Two cable inlets 20mm.

OPTIONS:
IP44 model.
Transparent diffuser.
Emergency battery kit.
Emergency E14 lampholder.

ORDER CODES:

IP20

CODE 

MICR01 218-11
MICR01 218-12
MICR01 218-21
MICR01 218-22
MICR01 218-24

230V
230V
230V
230V
110V

VOLTAGE  FREQUENCY  BALLAST LAMP

MICR01 218-35
MICR01 218-45
MICR01 236-21
MICR01 236-22

230V
230V
230V
230V

MICR01 236-24
MICR01 236-35
MICR01 236-45

110V
230V
230V

50Hz
60Hz
50Hz
60Hz
60Hz

50-60Hz
50-60Hz

50Hz
60Hz
60Hz

50-60Hz
50-60Hz

1 MAGNETIC WITH CAPACITOR
1 MAGNETIC WITH CAPACITOR
2 MAGNETIC WITH CAPACITOR
2 MAGNETIC WITH CAPACITOR
2 MAGNETIC WITH CAPACITOR

1 ELECTRONIC
1 ELECTRONIC+ 3h EMERGENCY KIT

2 MAGNETIC WITH CAPACITOR
2 MAGNETIC WITH CAPACITOR
2 MAGNETIC WITH CAPACITOR

1 ELECTRONIC
1 ELECTRONIC+ 3h EMERGENCY KIT

18W T8
18W T8
18W T8
18W T8
18W T8
18W T8
18W T8
36W T8
36W T8
36W T8
36W T8
36W T8

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MICR01 MICR02LED

23
5

20
0

L

14

17
0

20
0

70

TYPE
MICR218
MICR236

L
645
1250

CODE 

MICR02 LED-56
MICR02 LED-112

18W
36W

WATTAGE L VOLTAGE

220-240V
220-240V

 FREQUENCY

50-60Hz
50-60Hz

645
1250

23
5

20
0

L

14

17
0

20
0

70

TYPE
MICR218
MICR236

L
645
1250
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RECESSED FLUORESCENT LUMINARY

APPLICATION AREA:
Recessed luminary for cabins,

passenger facilities, corridors, wheelhouses
where DAMPA ceilings DCC300 are used.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel powder coated RAL9010.

Diffuser made of opal acrylic.

LAMPS:
LED Module.

PROTECTION:
IP22.

MOUNTING:
Brackets for modular carrier No.16.

ELECTRIC:
230V 50 or 60Hz,

Flexible cable, heat resistant up to 105°C.

CABLE ENTRY:
Two cable inlets 20mm.

OPTIONS:
IP44 model.

Transparent diffuser.
Emergency battery kit.

Emergency E14 lampholder.

ORDER CODES:

IP22
M

A
R

IN
E 

LU
M

IN
A

IR
ES  
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RECESSED FLUORESCENT LUMINARY

APPLICATION AREA:
Recessed luminary for cabins,
passenger facilities, corridors, wheelhouses
where DAMPA ceilings DCC300 are used.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel. powder coated RAL9010.
Diffuser made of opal acrylic.

LAMPS:
18/36 W T8.

PROTECTION:
IP22.

MOUNTING:
Brackets for modular carrier No.16.

ELECTRIC:
230V 50 or 60Hz,
Flexible cable, heat resistant up to 105°C.

CABLE ENTRY:
Two cable inlets 20mm.

OPTIONS:
IP44 model.
Transparent diffuser.
Emergency battery kit.
Emergency E14 lampholder.

ORDER CODES:

IP22

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MICR03 MICR04LED

CODE 

MICR03 DAMPA 218-11
MICR03 DAMPA 218-12
MICR03 DAMPA 218-14
MICR03 DAMPA 218-35
MICR03 DAMPA 236-11

230V
230V
110V

220-240V
230V

VOLTAGE  FREQUENCY

MICR03 DAMPA 236-12
MICR03 DAMPA 236-14
MICR03 DAMPA 236-35

230V
110V

220-240V

50Hz
60Hz
60Hz

50-60Hz
50Hz
60Hz
60Hz

50-60Hz

LAMP

18W T8

36W T8

L1

655

1250

L2

705

1300

L3

800

1400

75

300
325

275

260

26 53

75

 L3
 L2
 L1

75

300
325

275

260

26 53

75

 L3
 L2
 L1

CODE 

MICR04 DAMPA LED-56
MICR04 DAMPA LED-112

18V
38V

WATTAGE VOLTAGE

220-240V
220-240V

L3 FREQUENCY

140050-60Hz
80050-60Hz

L1

1250
655

L2

1300
705

DAMPA DAMPA
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RECESSED FLUORESCENT LUMINARY

APPLICATION AREA:
Recessed luminary for cabins,

passenger facilities, corridors, wheelhouses
where DAMPA ceilings DCC300 are used.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel powder coated RAL9010.

Diffuser made of opal acrylic.

LAMPS:
LED Module.

PROTECTION:
IP22.

MOUNTING:
Brackets for modular carrier No.16.

ELECTRIC:
230V 50 or 60Hz,

Flexible cable, heat resistant up to 105°C.

CABLE ENTRY:
Two cable inlets 20mm.

OPTIONS:
IP44 model.

Transparent diffuser.
Emergency battery kit.

Emergency E14 lampholder.

ORDER CODES:

IP22

M
A

R
IN

E 
LU

M
IN

A
IR

ES  
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RECESSED FLUORESCENT LUMINARY

APPLICATION AREA:
Recessed luminary for cabins,
passenger facilities, corridors, wheelhouses
where DAMPA ceilings DCC300 are used.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel. powder coated RAL9010.
Diffuser made of opal acrylic.

LAMPS:
18/36 W T8.

PROTECTION:
IP22.

MOUNTING:
Brackets for modular carrier No.16.

ELECTRIC:
230V 50 or 60Hz,
Flexible cable, heat resistant up to 105°C.

CABLE ENTRY:
Two cable inlets 20mm.

OPTIONS:
IP44 model.
Transparent diffuser.
Emergency battery kit.
Emergency E14 lampholder.

ORDER CODES:

IP22

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MICR03 MICR04LED

CODE 

MICR03 DAMPA 218-11
MICR03 DAMPA 218-12
MICR03 DAMPA 218-14
MICR03 DAMPA 218-35
MICR03 DAMPA 236-11

230V
230V
110V

220-240V
230V

VOLTAGE  FREQUENCY

MICR03 DAMPA 236-12
MICR03 DAMPA 236-14
MICR03 DAMPA 236-35

230V
110V

220-240V

50Hz
60Hz
60Hz

50-60Hz
50Hz
60Hz
60Hz

50-60Hz

LAMP

18W T8

36W T8

L1

655

1250

L2

705

1300

L3

800

1400

75

300
325

275

260

26 53

75

 L3
 L2
 L1

75

300
325

275

260

26 53

75

 L3
 L2
 L1

CODE 

MICR04 DAMPA LED-56
MICR04 DAMPA LED-112

18V
38V

WATTAGE VOLTAGE

220-240V
220-240V

L3 FREQUENCY

140050-60Hz
80050-60Hz

L1

1250
655

L2

1300
705

DAMPA DAMPA
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SURFACE MOUNTED CEILING LUMINARY

APPLICATION AREA:
Surface luminary for cabins,

passenger facilities, corridors, wheelhouses.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel. powder coated RAL9010.

Diffuser made of opal acrylic.

LAMPS:
18/36 Watt T8.

PROTECTION:
IP22.

MOUNTING:
Four mounting holes 5.5 mm.

ELECTRIC:
230V 50 or 60Hz,

Flexible cable, heat resistant up to 105°C.

CABLE ENTRY:
Two cable inlets 20mm.

OPTIONS:
Transparent diffuser.

Emergency E14 lampholder.

ORDER CODES:

IP22
M

A
R

IN
E 

LU
M

IN
A

IR
ES 
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SURFACE FLUORESCENT LUMINARY

APPLICATION AREA:
Surface luminary for use in cabins.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Aluminium, power coated.
Diffuser made of opal polycarbonate,

LAMPS:
7-9 Watt G23.

MOUNTING:
Two mounting holes, ø 6mm

ELECTRIC:
230V 50 or 60Hz,
Flexible cable, heat resistant up to 105°C.

CABLE ENTRY:
One cable inlet 20 x 13 mm.

ORDER CODES:

G23

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MIB01 MIC01

260

53 7777 53

32
8 80

43

5.5

L

X2 X3

X1

20
0

65

CODE 

MIB01 9-11
MIB01 9-12
MIB01 9-13

230V
230V
110V

VOLTAGE  FREQUENCY

50Hz
60Hz
60Hz

LAMPBALLAST

G231 MAGNETIC

G231 MAGNETIC

CODE 

MICR03 218-11
MICR03 218-12
MICR03 218-14
MICR03 218-35
MICR03 236-11

230V
230V
110V

220-240V
230V

VOLTAGE  FREQUENCY

MICR03 236-12
MICR03 236-14
MICR03 236-35

230V
110V

220-240V

50Hz
60Hz
60Hz

50-60Hz
50Hz
60Hz
60Hz

50-60Hz

LAMPL X2 X1

G231 MAGNETIC

X1

670
670
670
670

1270
1270
1270
1270

157
157
157
157
225
225
225
225

107
107
107
107
170
170
170
170

382
382
382
382
860
860
860
860

18W T8
18W T8
18W T8
18W T8
36W T8
36W T8
36W T8
36W T8
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SURFACE MOUNTED CEILING LUMINARY

APPLICATION AREA:
Surface luminary for cabins,

passenger facilities, corridors, wheelhouses.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel. powder coated RAL9010.

Diffuser made of opal acrylic.

LAMPS:
18/36 Watt T8.

PROTECTION:
IP22.

MOUNTING:
Four mounting holes 5.5 mm.

ELECTRIC:
230V 50 or 60Hz,

Flexible cable, heat resistant up to 105°C.

CABLE ENTRY:
Two cable inlets 20mm.

OPTIONS:
Transparent diffuser.

Emergency E14 lampholder.

ORDER CODES:

IP22

M
A

R
IN

E 
LU

M
IN

A
IR

ES 
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SURFACE FLUORESCENT LUMINARY

APPLICATION AREA:
Surface luminary for use in cabins.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Aluminium, power coated.
Diffuser made of opal polycarbonate,

LAMPS:
7-9 Watt G23.

MOUNTING:
Two mounting holes, ø 6mm

ELECTRIC:
230V 50 or 60Hz,
Flexible cable, heat resistant up to 105°C.

CABLE ENTRY:
One cable inlet 20 x 13 mm.

ORDER CODES:

G23

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MIB01 MIC01

260

53 7777 53

32
8 80

43

5.5

L

X2 X3

X1

20
0

65

CODE 

MIB01 9-11
MIB01 9-12
MIB01 9-13

230V
230V
110V

VOLTAGE  FREQUENCY

50Hz
60Hz
60Hz

LAMPBALLAST

G231 MAGNETIC

G231 MAGNETIC

CODE 

MICR03 218-11
MICR03 218-12
MICR03 218-14
MICR03 218-35
MICR03 236-11

230V
230V
110V

220-240V
230V

VOLTAGE  FREQUENCY

MICR03 236-12
MICR03 236-14
MICR03 236-35

230V
110V

220-240V

50Hz
60Hz
60Hz

50-60Hz
50Hz
60Hz
60Hz

50-60Hz

LAMPL X2 X1

G231 MAGNETIC

X1

670
670
670
670

1270
1270
1270
1270

157
157
157
157
225
225
225
225

107
107
107
107
170
170
170
170

382
382
382
382
860
860
860
860

18W T8
18W T8
18W T8
18W T8
36W T8
36W T8
36W T8
36W T8
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SURFACE LED CORRIDOR LUMINARY 

APPLICATION AREA:
Corner luminary for use in passage ways, cabins,

corridors lounges dinning rooms, accommodation areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel, powder

coated RAL9010.
Diffuser made of opal acrylic.

LAMPS:
LED Module.

MOUNTING:
Three mounting holes 5.5 mm.

ELECTRIC:
230V 50 or 60Hz,

Flexible cable, heat resistant up to 105°C.

CABLE ENTRY:
Four cable inlets 20mm.

PROTECTION:
IP22

OPTIONS:
Emergency E14 lampholder.

ORDER CODES:

IP22
M

A
R
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E 
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SURFACE FLUORESCENT CORRIDOR LUMINARY

APPLICATION AREA:
Corner luminary for use in passage ways, cabins,
corridors lounges dinning rooms, accommodation areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel, powder
coated RAL9010.
Diffuser made of opal acrylic.

LAMPS:
18/36 Watt T8.

MOUNTING:
Three mounting holes 5.5 mm.

ELECTRIC:
230V 50 or 60Hz,
Flexible cable, heat resistant up to 105°C.

CABLE ENTRY:
Four cable inlets 20mm.

PROTECTION:
IP22

OPTIONS:
Emergency E14 lampholder.

ORDER CODES:

IP22

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MIP01 MIP02

650

13
3

627 11

59

11

CODE 

MIP01 118-11
MIP01 118-12
MIP01 118-14
MIP01 118-35
MIP01 136-11

230V
230V
110V

220-240V
230V

VOLTAGE  FREQUENCY  BALLAST LAMP

MIP01 136-12
MIP01 136-14
MIP01 136-35
MIP01 114-35

230V
110V

220-240V
220-240V

MIP01 124-35
MIP01 128-35
MIP01 135-35

220-240V
220-240V
220-240V

50Hz
60Hz
60Hz

50-60Hz
50Hz
60Hz
60Hz

50-60Hz
50-60Hz
50-60Hz
50-60Hz
50-60Hz

1 MAGNETIC WITH CAPACITOR
1 MAGNETIC WITH CAPACITOR
1 MAGNETIC WITH CAPACITOR

1 ELECTRONIC
1 MAGNETIC WITH CAPACITOR
1 MAGNETIC WITH CAPACITOR
1 MAGNETIC WITH CAPACITOR

1 ELECTRONIC
1 ELECTRONIC
1 ELECTRONIC
1 ELECTRONIC
1 ELECTRONIC

18W T8
18W T8
18W T8
18W T8
36W T8
36W T8
36W T8
36W T8
14W T5
24W T5
28W T5
35W T5

LED

CODE 

MIP02 LED-56
MIP02 LED-112

10W
20W

WATTAGE VOLTAGE

220-240V
220-240V

 FREQUENCY

50-60Hz
50-60Hz

650

13
3

627 11

59

11
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SURFACE LED CORRIDOR LUMINARY 

APPLICATION AREA:
Corner luminary for use in passage ways, cabins,

corridors lounges dinning rooms, accommodation areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel, powder

coated RAL9010.
Diffuser made of opal acrylic.

LAMPS:
LED Module.

MOUNTING:
Three mounting holes 5.5 mm.

ELECTRIC:
230V 50 or 60Hz,

Flexible cable, heat resistant up to 105°C.

CABLE ENTRY:
Four cable inlets 20mm.

PROTECTION:
IP22

OPTIONS:
Emergency E14 lampholder.

ORDER CODES:

IP22

M
A
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SURFACE FLUORESCENT CORRIDOR LUMINARY

APPLICATION AREA:
Corner luminary for use in passage ways, cabins,
corridors lounges dinning rooms, accommodation areas.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel, powder
coated RAL9010.
Diffuser made of opal acrylic.

LAMPS:
18/36 Watt T8.

MOUNTING:
Three mounting holes 5.5 mm.

ELECTRIC:
230V 50 or 60Hz,
Flexible cable, heat resistant up to 105°C.

CABLE ENTRY:
Four cable inlets 20mm.

PROTECTION:
IP22

OPTIONS:
Emergency E14 lampholder.

ORDER CODES:

IP22

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MIP01 MIP02

650

13
3

627 11

59

11

CODE 

MIP01 118-11
MIP01 118-12
MIP01 118-14
MIP01 118-35
MIP01 136-11

230V
230V
110V

220-240V
230V

VOLTAGE  FREQUENCY  BALLAST LAMP

MIP01 136-12
MIP01 136-14
MIP01 136-35
MIP01 114-35

230V
110V

220-240V
220-240V

MIP01 124-35
MIP01 128-35
MIP01 135-35

220-240V
220-240V
220-240V

50Hz
60Hz
60Hz

50-60Hz
50Hz
60Hz
60Hz

50-60Hz
50-60Hz
50-60Hz
50-60Hz
50-60Hz

1 MAGNETIC WITH CAPACITOR
1 MAGNETIC WITH CAPACITOR
1 MAGNETIC WITH CAPACITOR

1 ELECTRONIC
1 MAGNETIC WITH CAPACITOR
1 MAGNETIC WITH CAPACITOR
1 MAGNETIC WITH CAPACITOR

1 ELECTRONIC
1 ELECTRONIC
1 ELECTRONIC
1 ELECTRONIC
1 ELECTRONIC

18W T8
18W T8
18W T8
18W T8
36W T8
36W T8
36W T8
36W T8
14W T5
24W T5
28W T5
35W T5

LED

CODE 

MIP02 LED-56
MIP02 LED-112

10W
20W

WATTAGE VOLTAGE

220-240V
220-240V

 FREQUENCY

50-60Hz
50-60Hz

650

13
3

627 11

59

11
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SURFACE FLUORESCENT BATHROOM LUMINARY

APPLICATION AREA:
Surface luminary for use in bathrooms.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel, powder
coated RAL9010.
Diffuser made of opal acrylic.

LAMPS:
15W T8.

MOUNTING:
Four mounting holes 6 mm.

ELECTRIC:
230V 50 or 60Hz,
Flexible cable, heat resistant up to 105°C.

CABLE ENTRY:
One cable inlet 25mm.

PROTECTION:
IP44

OPTIONS:
Emergency E14 lampholder.

ORDER CODES:

IP44

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MIT01

CODE 

MIT01 115-35 15W
WATTAGE VOLTAGE

220-240V
 FREQUENCY

50-60Hz

11
0

350

40
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SURFACE LED CORRIDOR LUMINARY 

APPLICATION AREA:
Self testing emergency luminaries

for use to the outdoor spaces of the vessel.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Polycarbonate.

Diffuser made of clear polycarbonate.

LAMPS:
LED Module.

MOUNTING:
Wall or ceiling installation.

ELECTRIC:
230V 50 or 60Hz,

Flexible cable, heat resistant up to 105°C.

ORDER CODES:

IP40
M

A
R

IN
E 

LU
M
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OUTDOOR EMERGENCY LUMINARIES

APPLICATION AREA:
Self testing emergency luminaries
for use to the outdoor spaces of the vessel.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel, powder coated white
RAL 9016 (stainless steel version available).
Diffuser made of clear polycarbonate,
UV stabilized (opal diffuser available).

LAMPS:
18/36 W T8

MOUNTING:
Two holes ø8 (additional mounting
systems available, see the drawings).

ELECTRIC:
230V 50 or 60Hz,
Flexible cable, heat resistant up to 105°C.

CABLE ENTRY:
Two cable glands M20 and two stop plugs M20.

CONNECTION:
Pass through wiring with terminal 10mm.
Junction box.
Pass through with Wieland watertight connector.

ORDER CODES:

IP67

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MEM01 MEM02

OPERATION VOLTAGE
MAXIMUM POWER CONSUMPTION
BATTERY (Ni-Cd)
BATTERY PROTECTION
INDICATION - CONTROLS
CHARGING TIME
MINIMUM AUTONOMOUS DURATION
ILIUMINATION SOURCE
ILIUMINATION ( 230V/EMERGENCY)
DEGREES OF COVER PROTECTION

220-240V AC/ 50-60Hz
42,5W(2x18W)  77W(2x36W)

3,6V/ 3Ah(2x18W) or 3.6V/4Ah(2x36W)
From overcharge and full discharge
Charge,  Indication LED, Test button

24H
180 min

1 Lamp T8
150 lm(2x18W) or 245 lm(2x36W)

IP67

LED

693

12
0

13
6

430

1310

12
0

950

13
6

OPERATION VOLTAGE
MAXIMUM POWER CONSUMPTION
BATTERY (Ni-Cd)
BATTERY PROTECTION
INDICATION - CONTROLS
CHARGING TIME
MINIMUM AUTONOMOUS DURATION
ILIUMINATION SOURCE
ILIUMINATION ( 230V/EMERGENCY)
DEGREES OF COVER PROTECTION

220-240V AC/ 50-60Hz
3,5W/7,5VA
3,6V/ 1,5Ah

From overcharge and full discharge
Charge,  Indication LED, Test button

24H
180 min

15 white LEDs
105/105 lm

IP40
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SURFACE LED CORRIDOR LUMINARY 

APPLICATION AREA:
Self testing emergency luminaries

for use to the outdoor spaces of the vessel.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Polycarbonate.

Diffuser made of clear polycarbonate.

LAMPS:
LED Module.

MOUNTING:
Wall or ceiling installation.

ELECTRIC:
230V 50 or 60Hz,

Flexible cable, heat resistant up to 105°C.

ORDER CODES:

IP40
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OUTDOOR EMERGENCY LUMINARIES

APPLICATION AREA:
Self testing emergency luminaries
for use to the outdoor spaces of the vessel.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Zinc coated steel, powder coated white
RAL 9016 (stainless steel version available).
Diffuser made of clear polycarbonate,
UV stabilized (opal diffuser available).

LAMPS:
18/36 W T8

MOUNTING:
Two holes ø8 (additional mounting
systems available, see the drawings).

ELECTRIC:
230V 50 or 60Hz,
Flexible cable, heat resistant up to 105°C.

CABLE ENTRY:
Two cable glands M20 and two stop plugs M20.

CONNECTION:
Pass through wiring with terminal 10mm.
Junction box.
Pass through with Wieland watertight connector.

ORDER CODES:

IP67

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MEM01 MEM02

OPERATION VOLTAGE
MAXIMUM POWER CONSUMPTION
BATTERY (Ni-Cd)
BATTERY PROTECTION
INDICATION - CONTROLS
CHARGING TIME
MINIMUM AUTONOMOUS DURATION
ILIUMINATION SOURCE
ILIUMINATION ( 230V/EMERGENCY)
DEGREES OF COVER PROTECTION

220-240V AC/ 50-60Hz
42,5W(2x18W)  77W(2x36W)

3,6V/ 3Ah(2x18W) or 3.6V/4Ah(2x36W)
From overcharge and full discharge
Charge,  Indication LED, Test button

24H
180 min

1 Lamp T8
150 lm(2x18W) or 245 lm(2x36W)

IP67

LED

693

12
0

13
6

430

1310

12
0

950

13
6

OPERATION VOLTAGE
MAXIMUM POWER CONSUMPTION
BATTERY (Ni-Cd)
BATTERY PROTECTION
INDICATION - CONTROLS
CHARGING TIME
MINIMUM AUTONOMOUS DURATION
ILIUMINATION SOURCE
ILIUMINATION ( 230V/EMERGENCY)
DEGREES OF COVER PROTECTION

220-240V AC/ 50-60Hz
3,5W/7,5VA
3,6V/ 1,5Ah

From overcharge and full discharge
Charge,  Indication LED, Test button

24H
180 min

15 white LEDs
105/105 lm

IP40
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INDOOR SIGN LUMINARIES

APPLICATION AREA:
Self testing emergency sign luminary

with LEDs for use to the indoor
spaces of the vessel.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Aluminum.

Diffuser made of clear plexiglass.

LAMPS:
LED Module.

MOUNTING:
Wall or ceiling installation.

Flush mounted base available.

ELECTRIC:
230V 50 or 60Hz,

Flexible cable, heat resistant up to 105°C.

PROTECTION:
IP40.

ORDER CODES:

IP40
M

A
R

IN
E 

LU
M

IN
A
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ES  
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OUTDOOR EMERGENCY LUMINARIES

APPLICATION AREA:
Self testing emergency luminaries
with LEDs for use to th.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Polycarbonate.
Diffuser made of clear polycarbonate.

LAMPS:
LED module.

MOUNTING:
Wall or ceiling installation.

ELECTRIC:
230V 50 or 60Hz,
Flexible cable, heat resistant up to 105°C.

PROTECTION:
IP40.

ORDER CODES:

IP40

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MEM03 MEM04

OPERATION VOLTAGE
MAXIMUM POWER CONSUMPTION
BATTERY (Ni-Cd)
BATTERY PROTECTION
INDICATION - CONTROLS
CHARGING TIME
MINIMUM AUTONOMOUS DURATION
ILIUMINATION SOURCE
ILIUMINATION ( 230V/EMERGENCY)
DEGREES OF COVER PROTECTION

220-240V AC/ 50-60Hz
3,5W/7VA

3,6V/ 1,5Ah
From overcharge and full discharge
Charge,  Indication LED, Test button

24H
180 min

15 white LEDs
105/105 lm

IP40

LED

OPERATION VOLTAGE
MAXIMUM POWER CONSUMPTION
BATTERY (Ni-Cd)
BATTERY PROTECTION
INDICATION - CONTROLS
CHARGING TIME
MINIMUM AUTONOMOUS DURATION
ILIUMINATION SOURCE
ILIUMINATION ( 230V/EMERGENCY)
DEGREES OF COVER PROTECTION

220-240V AC/ 50-60Hz
3,8W/6,7VA
3,6V/ 1,5Ah

From overcharge and full discharge
Charge,  Indication LED, Test button

24H
180 min

15 white LEDs
125/125 lm

IP40

LED

60

38

15
2

290

92

38
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INDOOR SIGN LUMINARIES

APPLICATION AREA:
Self testing emergency sign luminary

with LEDs for use to the indoor
spaces of the vessel.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Aluminum.

Diffuser made of clear plexiglass.

LAMPS:
LED Module.

MOUNTING:
Wall or ceiling installation.

Flush mounted base available.

ELECTRIC:
230V 50 or 60Hz,

Flexible cable, heat resistant up to 105°C.

PROTECTION:
IP40.

ORDER CODES:

IP40
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OUTDOOR EMERGENCY LUMINARIES

APPLICATION AREA:
Self testing emergency luminaries
with LEDs for use to th.

DESIGN:
According to the rules of international
classification societes, VDE and IEC.

HOUSING:
Polycarbonate.
Diffuser made of clear polycarbonate.

LAMPS:
LED module.

MOUNTING:
Wall or ceiling installation.

ELECTRIC:
230V 50 or 60Hz,
Flexible cable, heat resistant up to 105°C.

PROTECTION:
IP40.

ORDER CODES:

IP40

office@taleo.com.pl      www.taleo.com office@taleo.com.pl      www.taleo.com

MEM03 MEM04

OPERATION VOLTAGE
MAXIMUM POWER CONSUMPTION
BATTERY (Ni-Cd)
BATTERY PROTECTION
INDICATION - CONTROLS
CHARGING TIME
MINIMUM AUTONOMOUS DURATION
ILIUMINATION SOURCE
ILIUMINATION ( 230V/EMERGENCY)
DEGREES OF COVER PROTECTION

220-240V AC/ 50-60Hz
3,5W/7VA

3,6V/ 1,5Ah
From overcharge and full discharge
Charge,  Indication LED, Test button

24H
180 min

15 white LEDs
105/105 lm

IP40

LED

OPERATION VOLTAGE
MAXIMUM POWER CONSUMPTION
BATTERY (Ni-Cd)
BATTERY PROTECTION
INDICATION - CONTROLS
CHARGING TIME
MINIMUM AUTONOMOUS DURATION
ILIUMINATION SOURCE
ILIUMINATION ( 230V/EMERGENCY)
DEGREES OF COVER PROTECTION

220-240V AC/ 50-60Hz
3,8W/6,7VA
3,6V/ 1,5Ah

From overcharge and full discharge
Charge,  Indication LED, Test button

24H
180 min

15 white LEDs
125/125 lm

IP40

LED

60

38

15
2

290

92

38
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